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MODEL THREAD
MP-DRILL-1/2 1/2”-20 UNF

MP-DRILL-5/8 5/8”-11 UNC
MP-DRILL-3/4 3/4”-16 UNF
MP-DRILL-M18 M18x1.5
MP-DRILL-M14 M14x1.5

STOCK LIST - DRILL KITS

MPI melt pressure transducer and transmitter mounting hole drill kits are 
used to make the highly precise holes that are required for proper pres-
sure sensor and extruder rupture disk operation. Our drilling kits include 
tools for tip hole drilling, 45° seat surface, and thread tapping. 

  MOUNTING HOLE DRILL KITS

MODEL THREAD
MP-CLEAN-1/2 1/2”-20 UNF

MP-CLEAN-5/8 5/8”-11 UNC
MP-CLEAN-3/4 3/4”-16 UNF
MP-CLEAN-M18 M18x1.5
MP-CLEAN-M14 M14x1.5

STOCK LIST - DRILL KITS

MPI melt pressure transducer/transmitter mounting hole cleaning kits are 
used to clean plastic residue from dirty or plugged holes before installing 
pressure sensors or extruder rupture disks. Hardened plastic residue is 
one of the leading causes of failures of melt pressure sensors or extruder 
rupture disks. The hardened plastic residue can damage the fragile dia-
phragm on the tip of the pressure sensors and extruder rupture disks, and 
can make them ineff ective.

Cleaning kits include tools for tip hole cleaning, 45° seat surface, and 
thread cleaning. Please note that the cleaning should be performed when 
the polymer is molten, with zero pressure in the system.

  MOUNTING HOLE CLEANING KITS

TRANSDUCER / TRANSDUCER - ACCESSORIES

MPI  - THREAD ADAPTORS can be used as an emergency 
replacement to convert a stock 1/2”-20UNF transducer or   
transmitter to fi t other non-stock pressure ports.

  THREAD ADAPTORS (to 1/2”-20UNF)

MODEL MALE
THREAD

FEMALE
THREAD

MP-AD-M18-1/2”UNF M18x1.5 1/2”-20 UNF

MP-AD-M20-1/2”UNF M20x1.5 1/2”-20 UNF
MP-AD-1/2”NPT-1/2”UNF 1/2”NPT 1/2”-20 UNF
MP-AD-3/8”NPT-1/2”UNF 3/8”NPT 1/2”-20 UNF
MP-AD-3/4”NPT-1/2”UNF 3/4”NPT 1/2”-20 UNF

THREAD ADAPTORS (Standard)


